7.

DECLARATICN OF PERFORMANCE
No. 00 «1» -CPR-2013-« »e__»

Unique identification codé p.f the product-type: - a _ -

UGRA - structural laminated veneer lumber.
Type, batch or serial number or any other element allowing identification of the construction product as required
under Article 11(4):

UGRA - structural laminated veneer lumber.
Intended use or uses of the construction product, in accordance with the applicable harmonised technical
specification, as foreseen by the manufacturer.

The UGRA (S T,Q) products are laminated veneer lumber products for use as structural or non- structural
: elements in buildings and bridges.

Name, registered trade name or registered trade mark and contact address of the manufacturer as reqUJred
under Article 11(5): : : '

OAC LVL-UGRA
628183, RUSSIA .
Khanty-Mansiysk region,Nyagan citi, Lazareva st., 28
Fax: +7 34672512 38
Email: Ivizavod@yandex.ru

Where applicable, name and contact address of the aﬂthonsed representative whose mandate covers the tasks
specified in Article 12(2): o

- OAO UGRA TIMBER HOLDING
628011, RUSSIA
Khanty-Mansiysk region, Khanty-Mansiysk citi, Rozina st., 71
Fax: +7 34673 6 30 33
Emait: office@ugratimber.ru

System or systems of assessment and verification of constancy of performance of the censtruction product as
set out in CPD, Annex;

EC-CERTIFICATE OF CONFORMITY
0809 - CPD - 0498

In case of the declaration of performance concerning a construction product covered by a harmenised standard:

EC-CERTIFICATE OF CONFORMITY 0809 - CPD - 0498 has heen issued be VTT, which is a certification body (SQ17,
EN 45011) accredited by the Centre for Metrology and Accreditation (FINAS accredited). The initial inspections of the
factory production control and the factories are based on requirements specified in European product standards. In
the initial inspection of the factory the production process, equipment used and factory production control, VIT was
assured that the factory production control is in accordance with the documented factory production control system.



8. Declared performance:

The UGRA products fulfil the reqmrements specified in the following European standards - EN 14374; EN 335-1

Characteristic value, N'mm?® or kg/m’
Fiaperly Thiknis Thigkness Thickness
21-75 mm 21-69 mm 21-75 mm
Fifth percentile values
Bending strength:
Edgewise 44.0 32.0 27.0
Size effect parameter 0.15 0.15 0.15
Flatwise 50.0 36.0 32.0
Tensile strength :
Parallel to grain 35.0 26.0 26.0
Compressive strength:
Parallel to grain 38.0 26.0 26.0
Perpendicular to grain, edgewise 6.0 9.0 2.0
Perpendicular to grain, flatwise 2.0 1.8 0.8
Shear strength :
Edgewise 3.8 3.8 1.6
Flatwise 28 1.3 0.8
Modulus of elasticity:
Parallel to grain 11600 8200 8800
Perpendicular to grain, edgewise 350 1600 -
Perpendicular to grain, flatwise 100 ~ 100 .
Shear modulus :
Edgewise 400 400 300
Density 550 510 420
Mean values
Modulus of elasticity: -,
Parallel to grain 13800 9700 10000
Perpendicular to grain, edgewise 430 2000 -
Shear modulus, edgewise 600 600 450
Density 580 540 450

The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 8.

This declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4.

Signed for and on behalf of the manufacturer by: |

(place and date of issue) (signature)



